
2014 Volvo XC70 Specifications

Petrol T5 Petrol T6 Diesel D4 Diesel D4 Diesel D4 Diesel D4 Diesel D5 Diesel D5

ENGINE

ENGINES B4204T11 B6304T4 D5204T3 D5244T17 D4204T5 D5244T12 D5244T11 D5244T15

TYPE In­line 4 cyl.
Turbo

In­line 6 cyl.
Turbo

In­line 5 cyl.
Turbodiesel

In­line 5 cyl.
Turbodiesel

In­line 4 cyl.
Turbodiesel

In­line 5 cyl.
Turbodiesel

In­line 5 cyl.
Turbodiesel

In­line 5 cyl.
Turbodiesel

CONFIGURATION FWD AWD FWD AWD FWD AWD AWD AWD

DISPLACEMENT 1969 cm³ 2953 cm³ 1984 cm³ 2400 cm³ 1969 cm³ 2400 cm³ 2400 cm³ 2400 cm³

BORE 82,0 mm 82,0 mm 81,0 mm 81,0 mm 82,0 mm 81,0 mm 81,0 mm 81,0 mm

STROKE 93,2 mm 93,2 mm 77,0 mm 93,15 mm 93,2 mm 93,2 mm 93,15 mm 93,15 mm

COMPRESSION
RATIO

10,8:1 9,3:1 16,5:1 16,5:1 15,8:1 16,5:1 16,5:1 16,5:1

VALVES, NO /
CYLINDER

4 ea. 4 ea. 4 ea. 4 ea. 4 ea. 4 ea. 4 ea. 4 ea.

DOHC / SOHC DOHC DOHC DOHC DOHC DOHC DOHC DOHC DOHC

ENGINE
MANAGEMENT
SYSTEM

Integrated fuel
(SFI) / ignition
control system

Integrated fuel
(SFI) / ignition
control system

Common rail
electronic
fuelling

Common rail
electronic
fuelling

Common rail
electronic
fuelling

Common rail
electronic
fuelling

Common rail
electronic
fuelling

Common rail
electronic
fuelling

IGNITION SEQUENCE 1 ­ 3 ­ 4 ­ 2 1 ­ 5 ­ 3 ­ 6 ­ 2 ­
4

1 ­ 2 ­ 4 ­ 5 ­ 3 1 ­ 2 ­ 4 ­ 5 ­ 3 1 ­ 3 ­ 4 ­ 2 1 ­ 2 ­ 4 ­ 5 ­ 3 1 ­ 2 ­ 4 ­ 5 ­ 3 1 ­ 2 ­ 4 ­ 5 ­ 3

ENGINE IDLING
SPEED (RPM)

875 ­ 950 rpm 590 rpm 700 rpm 700 rpm
(Auto) / 740
rpm (Man)

825 rpm 700 rpm 740 rpm 700 rpm

FUEL, REC. OCTANE For best
performance
and lowest fuel
consumption 98
RON is
recommended.
For normal
driving 95 RON
can be used. 91
RON should
only be used in
exceptional
cases.

For best
performance
and lowest fuel
consumption 98
RON is
recommended.
For normal
driving 95 RON
can be used. 91
RON should
only be used in
exceptional
cases.

Diesel.
Cetane
Number min
48

Diesel.
Cetane
Number min
48

Diesel.
Cetane
Number min
48

Diesel.
Cetane
Number min
48

Diesel.
Cetane
Number min
48

Diesel.
Cetane
Number min
48

MAX ENGINE SPEED 6000 rpm 6500 rpm 5000 rpm 5200rpm 5000 rpm 5200rpm 5200rpm 5200rpm

MAX OUTPUT, KW
(HP)/RPM

180 kW (245 hp)
/ 5500 rpm

224 kW (304 hp)
/ 5600 rpm

120 kW (163
hp) / 3500
rpm

120 kW (163
hp) / 4000
rpm

133 kW (181
hp) / 4250
rpm

133 kW (181
hp) / 4000
rpm

158 kW (215
hp) / 4000
rpm

158 kW (215
hp) / 4000
rpm

MAX TORQUE,
NM/RPS

350 / 25­80 Nm /
rps

440 / 35­70 Nm /
rps

400 / 25­46
Nm / rps

420 / 25­42
Nm / rps

400 / 29­42
Nm / rps

420 / 25­42
Nm / rps

420 / 25­54
Nm / rps

440 / 25­50
Nm / rps

TRANSMISSIONS

TRANSMISSIONS AW TG­81SC AW TF­80SC M66K M3A /
AW TF­80SC

M66E N5A /
AW TF­80SC

M66F / AW
TG­81SC

M66E N5A /
AW TF­80SC

M66E N5A AW TF­80SC

FIRST GEAR 5,250 4,148 3,583 / 4,148 3,750 / 4,148 3,580 / 5,250 3,750 / 4,148 3,750 4,148

SECOND GEAR 3,029 2,370 1,905 / 2,370 1,905 / 2,370 2,050 / 3,029 1,905 / 2,370 1,905 2,370

THIRD GEAR 1,950 1,556 1,194 / 1,556 1,194 / 1,556 1,270 / 1,950 1,194 / 1,556 1,194 1,556

FOURTH GEAR 1,457 1,155 0,838 / 1,155 0,838 / 1,155 0,840 / 1,457 0,838 / 1,155 0,838 1,155

FIFTH GEAR 1,221 0,859 0,652 / 0,859 0,652 / 0,859 0,620 / 1,221 0,652 / 0,859 0,652 0,859

SIXTH GEAR 1,000 0,686 0,540 / 0,686 0,540 / 0,686 0,510 / 1,000 0,540 / 0,686 0,540 0,686

SEVENTH GEAR 0,809 ­ ­ ­ ­ / 0,809 ­ ­ ­

EIGHTH GEAR 0,673 ­ ­ ­ ­ / 0,673 ­ ­ ­

REVERSE GEAR 4,015 3,394 3,395 / 3,394 3,436 / 3,394 2,833 / 4,015 3,436 / 3,394 3,436 3,394

MANUAL GEARBOX /
FINAL DRIVE

­ ­ 4,000 4,530 3,770 / ­ 4,530 4,530 ­

AUTOMATIC
GEARBOX / FINAL
DRIVE

3,075 3,464 3,329 3,604 ­ / 2,666 3,604 ­ 3,604

PERFORMANCE

PERFORMANCE Automatic Automatic Manual /
Automatic

Manual /
Automatic

Manual /
Automatic

Manual /
Automatic

Manual Automatic

GEARBOX AW TG­81SC AW TF­80SC M66K M3A /
AW TF­80SC

M66E N5A /
AW TF­80SC

M66F / AW
TG­81SC

M66E N5A /
AW TF­80SC

M66E N5A AW TF­80SC

ACCELERATION, 0­
100 KM/H

6,8 sec 6,9 sec 10,2 sec /
10,2 sec

10,4 sec /
10,8 sec

8,8 sec / 8,8
sec

9,2 sec / 9,5
sec

8,0 sec 8,3 sec

TOP SPEED 210 km/h 210 km/h 205 km/h /
200 km/h

200 km/h /
195 km/h

210 km/h /
210 km/h

205 km/h /
200 km/h

210 km/h 205 km/h

FUEL
CONSUMPTION (EC
199/100,
COMBINED)

6,7 l/100km 10,6 l/100km 5,3 l/100km /
5,9 l/100km

5,3 l/100km /
6,4 l/100km

4,5 l/100km /
4,9 l/100km

5,3 l/100km /
6,4 l/100km

5,3 l/100km 6,4 l/100km

CO² 157 g/km 248 g/km 139 g/km /
154 g/km

139 g/km /
169 g/km

117 g/km /
129 g/km

139 g/km /
169 g/km

139 g/km 169 g/km

MEASUREMENTS AND VOLUMES

LENGTH 4838 mm 4838 mm 4838 mm 4838 mm 4838 mm 4838 mm 4838 mm 4838 mm

WIDTH 1876 mm 1876 mm 1876 mm 1876 mm 1876 mm 1876 mm 1876 mm 1876 mm

WIDTH (INCLUDING
MIRRORS, OUTER
EDGE)

2119 mm 2119 mm 2119 mm 2119 mm 2119 mm 2119 mm 2119 mm 2119 mm

HEIGHT (INCLUDING
SHARK FEN)

1604 mm 1604 mm 1604 mm 1604 mm 1604 mm 1604 mm 1604 mm 1604 mm

HEIGHT (INCLUDING
RAILS)

1601 mm 1601 mm 1601 mm 1601 mm 1601 mm 1601 mm 1601 mm 1601 mm

HEIGHT WITH OPEN
TAILGATE/TRUNKLID
(H110)

2065 mm 2065 mm 2065 mm 2065 mm 2065 mm 2065 mm 2065 mm 2065 mm

WHEELBASE (L110) 2815 mm 2815 mm 2815 mm 2815 mm 2815 mm 2815 mm 2815 mm 2815 mm

TRACK, FRONT
(16"/17")

1614 mm / 1604
mm

1614 mm / 1604
mm

1614 mm /
1604 mm

1614 mm /
1604 mm

1614 mm /
1604 mm

1614 mm /
1604 mm

1614 mm /
1604 mm

1614 mm /
1604 mm

TRACK, REAR
(16"/17")

1580 mm / 1570
mm

1580 mm / 1570
mm

1580 mm /
1570 mm

1580 mm /
1570 mm

1580 mm /
1570 mm

1580 mm /
1570 mm

1580 mm /
1570 mm

1580 mm /
1570 mm

GROUND
CLEARANCE (5 CYL /
6 CYL ENGINES)

210 mm / 215
mm

210 mm / 215
mm

210 mm / 215
mm

210 mm / 215
mm

210 mm / 215
mm

210 mm / 215
mm

210 mm / 215
mm

210 mm / 215
mm

APPROACH ANGLE
(CURB)

18,5 degr 18,5 degr 18,5 degr 18,5 degr 18,5 degr 18,5 degr 18,5 degr 18,5 degr

BREAKOVER ANGLE
(CURB)

19,2 degr 19,2 degr 19,2 degr 19,2 degr 19,2 degr 19,2 degr 19,2 degr 19,2 degr

DEPARTURE ANGLE
(CURB)

23,2 degr 23,2 degr 23,2 degr 23,2 degr 23,2 degr 23,2 degr 23,2 degr 23,2 degr

VADING CAPABILITY
DEPTH AT CURB
(MAX SPEED 10
KM/H)

300 mm 300 mm 300 mm 300 mm 300 mm 300 mm 300 mm 300 mm

WEIGHT/MISCELLANEOUS

SERVING WEIGHT
(DEPENDING ON
TYPE OF ENGINE,
GEARBOX ETC.)

1830kg ­ 1940
kg

1830kg ­ 1940
kg

1830kg ­
1940 kg

1830kg ­ 1940
kg

1830kg ­ 1940
kg

1830kg ­ 1940
kg

1830kg ­ 1940
kg

1830kg ­ 1940
kg

TOTAL WEIGHT
(DEPENDING ON
TYPE OF ENGINE,
GEARBOX ETC.)

2310 kg ­ 2410
kg

2310 kg ­ 2410
kg

2310 kg ­
2410 kg

2310 kg ­
2410 kg

2310 kg ­
2410 kg

2310 kg ­
2410 kg

2310 kg ­
2410 kg

2310 kg ­
2410 kg

MAX TRAILER
WEIGHT, UNBRAKED
(MAX)

750 kg 750 kg 750 kg 750 kg 750 kg 750 kg 750 kg 750 kg

MAX TRAILER
WEIGHT, BRAKED
(MAX)

1800 kg 2000 kg 1600 kg 2100 kg 1800 kg 2100 kg 2100 kg 2100 kg

FUEL TANK, PETROL 70 l 70 l ­ ­ ­ ­ ­ ­

FUEL TANK, DIESEL ­ ­ 70 l 70 l 70 l 70 l 70 l 70 l

AERODYNAMICS,
(CD)

0,35 0,35 0,35 0,35 0,35 0,35 0,35 0,35

AERODYNAMICS,
(FRONTAL AREA)

2,44 m² 2,44 m² 2,44 m² 2,44 m² 2,44 m² 2,44 m² 2,44 m² 2,44 m²

MAX ROOF LOAD 100 kg 100 kg 100 kg 100 kg 100 kg 100 kg 100 kg 100 kg

INTERIOR MEASUREMENTS

HEADROOM WITH
SUNROOF
(FRONT/REAR)

959 mm / 977
mm

959 mm / 977
mm

959 mm / 977
mm

959 mm / 977
mm

959 mm / 977
mm

959 mm / 977
mm

959 mm / 977
mm

959 mm / 977
mm

HEADROOM
WITHOUT SUNROOF
(FRONT/REAR)

985 mm / 981
mm

985 mm / 981
mm

985 mm / 981
mm

985 mm / 981
mm

985 mm / 981
mm

985 mm / 981
mm

985 mm / 981
mm

985 mm / 981
mm

HEADROOM
MAXIMUM,
WITHOUT SUNROOF
(FRONT)

1010 mm 1010 mm 1010 mm 1010 mm 1010 mm 1010 mm 1010 mm 1010 mm

PASSENGER
COMPARTMENT
WIDTH AT
SHOULDER HEIGHT
(FRONT/REAR)

1457 mm / 1434
mm

1457 mm / 1434
mm

1457 mm /
1434 mm

1457 mm /
1434 mm

1457 mm /
1434 mm

1457 mm /
1434 mm

1457 mm /
1434 mm

1457 mm /
1434 mm

LEG ROOM
(FRONT/REAR)

1064 mm / 880
mm

1064 mm / 880
mm

1064 mm /
880 mm

1064 mm /
880 mm

1064 mm /
880 mm

1064 mm /
880 mm

1064 mm /
880 mm

1064 mm /
880 mm

HIP ROOM
(FRONT/REAR)

1391 mm / 1400
mm

1391 mm / 1400
mm

1391 mm /
1400 mm

1391 mm /
1400 mm

1391 mm /
1400 mm

1391 mm /
1400 mm

1391 mm /
1400 mm

1391 mm /
1400 mm

LUGGAGE
VOLUME,VARIANTS
WITH SPARE
WHEEL / INCLUDING
UNDER FLOOR
VOLUME
(ACCORDING TO ISO
V211)

555 l / 28 l 555 l / 28 l 555 l / 28 l 555 l / 28 l 555 l / 28 l 555 l / 28 l 555 l / 28 l 555 l / 28 l

LUGGAGE
VOLUME,VARIANTS
WITH REPAIR KIT /
INCLUDING UNDER
FLOOR VOLUME
(ACCORDING TO ISO
V211)

575 l / 46 l 575 l / 46 l 575 l / 46 l 575 l / 46 l 575 l / 46 l 575 l / 46 l 575 l / 46 l 575 l / 46 l

LUGGAGE
VOLUME,VARIANTS
WITH SPARE
WHEEL / INCLUDING
UNDER FLOOR
VOLUME
(ACCORDING TO ISO
V212)

820 l / 28 l 820 l / 28 l 820 l / 28 l 820 l / 28 l 820 l / 28 l 820 l / 28 l 820 l / 28 l 820 l / 28 l

LUGGAGE
VOLUME,VARIANTS
WITH REPAIR KIT /
INCLUDING UNDER
FLOOR VOLUME
(ACCORDING TO ISO
V212)

840 l / 46 l 840 l / 46 l 840 l / 46 l 840 l / 46 l 840 l / 46 l 840 l / 46 l 840 l / 46 l 840 l / 46 l

LUGGAGE
VOLUME,VARIANTS
WITH SPARE
WHEEL / INCLUDING
UNDER FLOOR
VOLUME
(ACCORDING TO ISO
V214)

1580 l / 28 l 1580 l / 28 l 1580 l / 28 l 1580 l / 28 l 1580 l / 28 l 1580 l / 28 l 1580 l / 28 l 1580 l / 28 l

LUGGAGE
VOLUME,VARIANTS
WITH REPAIR KIT /
INCLUDING UNDER
FLOOR VOLUME
(ACCORDING TO ISO
V214)

1600 l / 46 l 1600 l / 46 l 1600 l / 46 l 1600 l / 46 l 1600 l / 46 l 1600 l / 46 l 1600 l / 46 l 1600 l / 46 l

LUGGAGE
VOLUME,VARIANTS
WITH SPARE
WHEEL / INCLUDING
UNDER FLOOR
VOLUME
(ACCORDING TO ISO
V215)

795 l / 28 l 795 l / 28 l 795 l / 28 l 795 l / 28 l 795 l / 28 l 795 l / 28 l 795 l / 28 l 795 l / 28 l

LUGGAGE
VOLUME,VARIANTS
WITH REPAIR KIT /
INCLUDING UNDER
FLOOR VOLUME
(ACCORDING TO ISO
V215)

815 l / 46 l 815 l / 46 l 815 l / 46 l 815 l / 46 l 815 l / 46 l 815 l / 46 l 815 l / 46 l 815 l / 46 l

LUGGAGE FLOOR,
HEIGHT TO GROUND

697 mm 697 mm 697 mm 697 mm 697 mm 697 mm 697 mm 697 mm

REAR OPENING
HEIGHT

724 mm 724 mm 724 mm 724 mm 724 mm 724 mm 724 mm 724 mm

HEIGHT OF
LUGGAGE
COMPARTMENT

801 mm 801 mm 801 mm 801 mm 801 mm 801 mm 801 mm 801 mm

WIDTH OF LUGGAGE
COMPARTMENT
BETWEEN
WHEELHOUSES

1130 mm 1130 mm 1130 mm 1130 mm 1130 mm 1130 mm 1130 mm 1130 mm

REAR OPENING
WIDTH AT FLOOR,
MIN.

1153 mm 1153 mm 1153 mm 1153 mm 1153 mm 1153 mm 1153 mm 1153 mm

REAR OPENING
WIDTH AT BELT,
MIN.

1193 mm 1193 mm 1193 mm 1193 mm 1193 mm 1193 mm 1193 mm 1193 mm

REAR OPENING
MAXIMUM WIDTH

1223 mm 1223 mm 1223 mm 1223 mm 1223 mm 1223 mm 1223 mm 1223 mm

CARGO LENGTH
FROM THE SECOND
SEATBACK TO THE
TAILGATE
MEASURED AT THE
TOP OF THE
SECOND SEATBACK
­ THE HEIGHT OF
THE FLOOR
COVERING

919 mm / 1089
mm

919 mm / 1089
mm

919 mm /
1089 mm

919 mm /
1089 mm

919 mm /
1089 mm

919 mm /
1089 mm

919 mm /
1089 mm

919 mm /
1089 mm

CARGO LENGTH
FROM THE FIRST
SEATBACK TO THE
TAILGATE
MEASURED AT THE
TOP OF THE FIRST
SEATBACK ­ THE
HEIGHT OF THE
FLOOR COVERING

1778 mm / 1878
mm

1778 mm / 1878
mm

1778 mm /
1878 mm

1778 mm /
1878 mm

1778 mm /
1878 mm

1778 mm /
1878 mm

1778 mm /
1878 mm

1778 mm /
1878 mm

CHASSIS

SUSPENSION
FRONT

MacPherson
Strut, Coil
Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

MacPherson
Strut, Coil
Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

MacPherson
Strut, Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

MacPherson
Strut, Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

MacPherson
Strut, Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

MacPherson
Strut, Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

MacPherson
Strut, Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

MacPherson
Strut, Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

SUSPENSION REAR Independent
Suspension
with Coil
Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

Independent
Suspension
with Coil
Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

Independent
Suspension
with Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

Independent
Suspension
with Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

Independent
Suspension
with Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

Independent
Suspension
with Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

Independent
Suspension
with Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

Independent
Suspension
with Coil
Springs,
Hydraulic
Shock
Absorbers,
Stabilizer Bar

STEERING Power Assisted
Rack and Pinion
Steering

Power Assisted
Rack and Pinion
Steering

Power
Assisted
Rack and
Pinion
Steering

Power
Assisted Rack
and Pinion
Steering

Power
Assisted Rack
and Pinion
Steering

Power
Assisted Rack
and Pinion
Steering

Power
Assisted Rack
and Pinion
Steering

Power
Assisted Rack
and Pinion
Steering

STEERING RATIO
(ANGLE/ANGLE)

16 16 16 16 16 16 16 16

TURNING CIRCLE
(CURB TO CURB) M

11,5 11,5 11,5 11,5 11,5 11,5 11,5 11,5

TURNING CIRCLE
(WALL TO WALL) M

12,0 12,0 12,0 12,0 12,0 12,0 12,0 12,0

TURNS OF
STEERING WHEEL
END TO END

2,8 2,8 2,8 2,8 2,8 2,8 2,8 2,8

BRAKING SYSTEM Antilock Braking
System (ABS)
with Electronic
Brake
Distribution
(EBD) and
Electronic Brake
Assistance
(EBA)

Antilock Braking
System (ABS)
with Electronic
Brake
Distribution
(EBD) and
Electronic Brake
Assistance
(EBA)

Antilock
Braking
System (ABS)
with
Electronic
Brake
Distribution
(EBD) and
Electronic
Brake
Assistance
(EBA)

Antilock
Braking
System (ABS)
with Electronic
Brake
Distribution
(EBD) and
Electronic
Brake
Assistance
(EBA)

Antilock
Braking
System (ABS)
with Electronic
Brake
Distribution
(EBD) and
Electronic
Brake
Assistance
(EBA)

Antilock
Braking
System (ABS)
with Electronic
Brake
Distribution
(EBD) and
Electronic
Brake
Assistance
(EBA)

Antilock
Braking
System (ABS)
with Electronic
Brake
Distribution
(EBD) and
Electronic
Brake
Assistance
(EBA)

Antilock
Braking
System (ABS)
with Electronic
Brake
Distribution
(EBD) and
Electronic
Brake
Assistance
(EBA)

BRAKE DISC
DIAMETER (FRONT)

316 mm 316 mm 316 mm 316 mm 316 mm 316 mm 316 mm 316 mm

BRAKE DISC
DIAMETER (REAR)

302 mm 302 mm 302 mm 302 mm 302 mm 302 mm 302 mm 302 mm

BRAKE DISC
THICKNESS (FRONT)

28 mm 28 mm 28 mm 28 mm 28 mm 28 mm 28 mm 28 mm

BRAKE DISC
THICKNESS (REAR)
(VENTILATED EPB)

22 mm 22 mm 22 mm 22 mm 22 mm 22 mm 22 mm 22 mm

BRAKING DISTANCE
100­0 KM/H

39 m 39 m 39 m 39 m 39 m 39 m 39 m 39 m


