
2014 Volvo V40 Cross Country Specifications

Petrol T4 Petrol T4 Petrol T5 Petrol T5 Diesel D2 Diesel D3 Diesel D4

ENGINE

ENGINES B4164T B5204T8 B5204T9 B5254T12 D4162T D5204T6 D5204T4

TYPE In­line 4 cyl. Turbo In­line 5 cyl. Turbo In­line 5 cyl. Turbo In­line 5 cyl. Turbo In­line 4 cyl.
Turbodiesel

In­line 5 cyl.
Turbodiesel

In­line 5 cyl.
Turbodiesel

CONFIGURATION FWD FWD / AWD FWD / AWD FWD / AWD FWD FWD FWD

DISPLACEMENT 1596 cm³ 1984 cm³ 1984 cm³ 2497 cm³ 1560 cm³ 1984 cm³ 1984 cm³

BORE 79,0 mm 81,0 mm 81,0 mm 83,0 mm 75,0 mm 81,0 mm 81,0 mm

STROKE 81,4 mm 77,0 mm 77,0 mm 92,3 mm 88,3 mm 77,0 mm 77,0 mm

COMPRESSION
RATIO

10,0:1 10,5:1 10,5:1 9,5:1 16,0:1 16,5:1 16,5:1

VALVES,
NO/CYLINDER

4 ea. 4 ea. 4 ea. 4 ea. 2 ea. 4 ea. 4 ea.

DOHC / SOHC DOHC DOHC DOHC DOHC SOHC DOHC DOHC

ENGINE
MANAGEMENT
SYSTEM

Integrated fuel
(SFI) / ignition
control system

Integrated fuel
(SFI) / ignition
control system

Integrated fuel
(SFI) / ignition
control system

Integrated fuel
(SFI) / ignition
control system

Common rail
electronic
fuelling

Common rail
electronic
fuelling

Common rail
electronic
fuelling

IGNITION
SEQUENCE

1 ­ 3 ­ 4 ­ 2 1 ­ 2 ­ 4 ­ 5 ­ 3 1 ­ 2 ­ 4 ­ 5 ­ 3 1 ­ 2 ­ 4 ­ 5 ­ 3 1 ­ 3 ­ 4 ­ 2 1 ­ 2 ­ 4 ­ 5 ­ 3 1 ­ 2 ­ 4 ­ 5 ­ 3

ENGINE IDLING
SPEED

750 rpm 720 rpm 720 rpm 720 rpm 850 rpm 720 rpm 720 rpm

FUEL, REC.
OCTANE

For best
performance and
lowest fuel
consumption 98
RON is
recommended.
For normal driving
95 RON can be
used. 91 RON
should only be
used in
exceptional cases.

For best
performance and
lowest fuel
consumption 98
RON is
recommended.
For normal driving
95 RON can be
used. 91 RON
should only be
used in
exceptional cases.

For best
performance and
lowest fuel
consumption 98
RON is
recommended.
For normal driving
95 RON can be
used. 91 RON
should only be
used in
exceptional cases.

For best
performance and
lowest fuel
consumption 98
RON is
recommended.
For normal driving
95 RON can be
used. 91 RON
should only be
used in
exceptional cases.

Diesel. Cetane
Number min 48

Diesel. Cetane
Number min 48

Diesel. Cetane
Number min 48

MAX ENGINE
SPEED

6150 rpm 6500 rpm 6500 rpm 6500 rpm 5000 rpm 5000 rpm 5000 rpm

MAX OUTPUT 132 kW (180 hp) /
5700 rpm

132 kW (180 hp) /
5700 rpm

157 kW (213 hp) /
6000 rpm

187 kW (254 hp) /
5400 rpm

84 kW (115 hp) /
3600 rpm

110 kW (150 hp)
/ 3500 rpm

130 kW (177 hp)
/ 3500 rpm

MAX TORQUE 240 / 27­83 Nm /
rps

300 / 45­67 Nm /
rps

300 / 45­83 Nm /
rps

360 / 30­70 Nm /
rps

270 / 29­42 Nm /
rps

350 / 25­46 Nm /
rps

400 / 29­46 Nm /
rps

TRANSMISSIONS

TRANSMISSIONS B6­G5D / MPS6­7 AW TF­80SD
(FWD) / AW TF­
80SD (AWD)

AW TF­80SD
(FWD) / AW TF­
80SD (AWD)

AW TF­80SD
(FWD) / AW TF­
80SD (AWD)

B6­D2 / MPS6­4 M66D / AW TF­
80SD

M66D / AW TF­
80SD

FIRST GEAR 3,727 / 3,818 4,148 / 4,148 4,148 / 4,148 4,148 / 4,148 3,727 / 3,583 3,385 / 4,148 3,385 / 4,148

SECOND GEAR 2,048 / 2,150 2,370 / 2,370 2,370 / 2,370 2,370 / 2,370 2,048 / 1,952 1,905 / 2,370 1,905 / 2,370

THIRD GEAR 1,357 / 1,407 1,556 / 1,556 1,556 / 1,556 1,556 / 1,556 1,258 / 1,194 1,194 / 1,556 1,194 / 1,556

FOURTH GEAR 1,032 / 1,029 1,155 / 1,155 1,155 / 1,155 1,155 / 1,155 0,919 / 0,842 0,838 / 1,155 0,838 / 1,155

FIFTH GEAR 0,821 / 1,188 0,859 / 0,859 0,859 / 0,859 0,859 / 0,859 0,738 / 0,943 0,652 / 0,859 0,652 / 0,859

SIXTH GEAR 0,690 / 0,971 0,686 / 0,686 0,686 / 0,686 0,686 / 0,686 0,622 / 0,789 0,540 / 0,686 0,540 / 0,686

REVERSE GEAR 3,818 / 5,284 3,394 / 3,394 3,394 / 3,394 3,394 / 3,394 3,818 / 4,843 2,615 / 3,394 2,615 / 3,394

MANUAL
GEARBOX/FINAL
DRIVE

3,61 ­ ­ ­ 3,61 4,00 4,00

AUTOMATIC
GEARBOX/FINAL
DRIVE

3,933 3,46 / 3,60 3,46 / 3,60 3,20 / 3,33 3,933 (gear 1­4)
­ 2,682 (gear 5­
6+R)

3,20 3,20

PERFORMANCE

PERFORMANCE Manual / Automatic Automatic /
Automatic

Automatic /
Automatic

Automatic /
Automatic

Manual /
Automatic

Manual /
Automatic

Manual /
Automatic

GEARBOX B6­G5D / MPS6­7 AW TF­80SD
(FWD) / AW TF­
80SD (AWD)

AW TF­80SD
(FWD) / AW TF­
80SD (AWD)

AW TF­80SD
(FWD) / AW TF­
80SD (AWD)

B6­D2 / MPS6­4 M66D / AW TF­
80SD

M66D / AW TF­
80SD

ACCELERATION,
0­100 KM/H
(SEC)

7,7 sec / 8,5 sec 7,9 sec / 8,2 sec 6,9 sec / 7,2 sec 6,1 sec / 6,4 sec 11,9 sec / 12,1
sec

9,6 sec / 9,3 sec 8,6 sec / 8,3 sec

TOP SPEED,
KM/H

210 km/h / 210
km/h

210 km/h / 210
km/h

210 km/h / 210
km/h

210 km/h / 210
km/h

185 km/h / 190
km/h

205 km/h / 200
km/h

210 km/h / 210
km/h

FUEL
CONSUMPTION
(EC 199/100,
COMBINED)

5,5 l/100km / 6,1
l/100km

n.a l/100km / 8,0
l/100km

7,5 l/100km / 8,0
l/100km

7,8 l/100km / 8,3
l/100km

3,8 l/100km / 4,1
l/100km

4,4 l/100km / 5,2
l/100km

4,4 l/100km / 5,2
l/100km

CO² 129 g/km / 143
g/km

n.a g/km / 187
g/km

174 g/km / 187
g/km

182 g/km / 194
g/km

99 g/km / 108
g/km

117 g/km / 137
g/km

117 g/km / 137
g/km

MEASUREMENTS AND VOLUMES

LENGTH 4370 mm 4370 mm 4370 mm 4370 mm 4370 mm 4370 mm 4370 mm

WIDTH
(INCLUDING
MIRRORS,
FOLDED)

1857 mm 1857 mm 1857 mm 1857 mm 1857 mm 1857 mm 1857 mm

WIDTH
(INCLUDING
MIRRORS,
OUTER EDGE)

2041 mm 2041 mm 2041 mm 2041 mm 2041 mm 2041 mm 2041 mm

BODY WIDTH 1783 mm 1783 mm 1783 mm 1783 mm 1783 mm 1783 mm 1783 mm

HEIGHT
(INCLUDING
SHARK FEN)

1470 mm 1470 mm 1470 mm 1470 mm 1470 mm 1470 mm 1470 mm

HEIGHT
(EXCLUDING
SHARK FEN)

1458 mm 1458 mm 1458 mm 1458 mm 1458 mm 1458 mm 1458 mm

WHEELBASE
(L110)

2646 mm 2646 mm 2646 mm 2646 mm 2646 mm 2646 mm 2646 mm

TRACK, FRONT
(50 / 52.5 MM)

1552 mm / 1547
mm

1552 mm / 1547
mm

1552 mm / 1547
mm

1552 mm / 1547
mm

1552 mm / 1547
mm

1552 mm / 1547
mm

1552 mm / 1547
mm

TRACK, REAR
(50 / 52.5 MM)

1540 mm / 1535
mm

1540 mm / 1535
mm

1540 mm / 1535
mm

1540 mm / 1535
mm

1540 mm / 1535
mm

1540 mm / 1535
mm

1540 mm / 1535
mm

GROUND
CLEARANCE
(STD)

145 mm 145 mm 145 mm 145 mm 145 mm 145 mm 145 mm

WEIGHT/MISCELLANEOUS

RUNNING ORDER
WEIGHT
(DEPENDING ON
TYPE OF ENGINE,
GEARBOX ETC.)

1485 kg ­ 1634 kg 1485 kg ­ 1634 kg 1485 kg ­ 1634 kg 1485 kg ­ 1634 kg 1485 kg ­ 1634
kg

1485 kg ­ 1634
kg

1485 kg ­ 1634
kg

TOTAL WEIGHT
(DEPENDING ON
TYPE OF ENGINE,
GEARBOX ETC.)

1910 kg ­ 2070 kg 1910 kg ­ 2070 kg 1910 kg ­ 2070 kg 1910 kg ­ 2070 kg 1910 kg ­ 2070
kg

1910 kg ­ 2070
kg

1910 kg ­ 2070
kg

MAX TRAILER
WEIGHT,
UNBRAKED
(MAX)

650 kg man / 700
kg aut

700 kg man 700 kg man / 750
kg aut

700 kg man / 750
kg aut

650 kg / 700 kg 700 kg man /
750 kg aut

700 kg man /
750 kg aut

MAX TRAILER
WEIGHT,
BRAKED (MAX)

1300 kg man ­
1500 kg aut

1500 kg 1500 kg 1500 kg 1300 kg 1500 kg 1500 kg

FUEL TANK,
PETROL

62 l 62 l  (57 l AWD) 62 l  (57 l AWD) 62 l  (57 l AWD) ­ ­ ­

FUEL TANK,
DIESEL

­ ­ ­ ­ 52 l 60 l 60 l

AERODYNAMICS,
(CD)

0,34 0,34 0,34 0,34 0,33 0,34 0,34

AERODYNAMICS,
(FRONTAL AREA)

2,2 m² 2,2 m² 2,2 m² 2,2 m² 2,2 m² 2,2 m² 2,2 m²

MAX ROOF LOAD 75 kg 75 kg 75 kg 75 kg 75 kg 75 kg 75 kg

INTERIOR MEASUREMENTS

HEADROOM
WITH SUNROOF
(FRONT/REAR)

948 mm / 922 mm 948 mm / 922 mm 948 mm / 922 mm 948 mm / 922 mm 948 mm / 922
mm

948 mm / 922
mm

948 mm / 922
mm

HEADROOM
WITHOUT
SUNROOF
(FRONT/REAR)

984 mm / 932 mm 984 mm / 932 mm 984 mm / 932 mm 984 mm / 932 mm 984 mm / 932
mm

984 mm / 932
mm

984 mm / 932
mm

PASSENGER
COMPARTMENT
WIDTH AT
SHOULDER
HEIGHT
(FRONT/REAR)

1396 mm / 1349
mm

1396 mm / 1349
mm

1396 mm / 1349
mm

1396 mm / 1349
mm

1396 mm / 1349
mm

1396 mm / 1349
mm

1396 mm / 1349
mm

LEG ROOM
(FRONT/REAR)

1073 mm / 847
mm

1073 mm / 847
mm

1073 mm / 847
mm

1073 mm / 847
mm

1073 mm / 847
mm

1073 mm / 847
mm

1073 mm / 847
mm

HIP ROOM
(FRONT/REAR)

1374 mm / 1352
mm

1374 mm / 1352
mm

1374 mm / 1352
mm

1374 mm / 1352
mm

1374 mm / 1352
mm

1374 mm / 1352
mm

1374 mm / 1352
mm

CARGO LENGTH
FROM THE
SECOND
SEATBACK TO
THE TAILGATE
MEASURED AT
THE HEIGHT OF
THE FLOOR
COVERING (STD /
OPT)

684 mm / 782 mm 684 mm / 782 mm 684 mm / 782 mm 684 mm / 782 mm 684 mm / 782
mm

684 mm / 782
mm

684 mm / 782
mm

CARGO LENGTH
FROM THE FIRST
SEATBACK TO
THE TAILGATE
MEASURED AT
THE HEIGHT OF
THE FLOOR
COVERING (STD /
OPT)

1508 mm / 1545
mm

1508 mm / 1545
mm

1508 mm / 1545
mm

1508 mm / 1545
mm

1508 mm / 1545
mm

1508 mm / 1545
mm

1508 mm / 1545
mm

CARGO FLOOR
HEIGHT TO
GROUND (STD /
OPT)

553 mm / 655 mm 522 mm / 624 mm 522 mm / 624 mm 522 mm / 624 mm 522 mm / 624
mm

522 mm / 624
mm

522 mm / 624
mm

REAR OPENING
HEIGHT

532 mm 532 mm 532 mm 532 mm 532 mm 532 mm 532 mm

CARGO HEIGHT
(REAR WHEEL
CENTER AND
CAR CENTER
LINE) (STD / OPT)

760 mm / 644 mm 760 mm / 644 mm 760 mm / 644 mm 760 mm / 644 mm 760 mm / 644
mm

760 mm / 644
mm

760 mm / 644
mm

WIDTH OF
LUGGAGE
COMPARTMENT
BETWEEN
WHEELHOUSES

960 mm 960 mm 960 mm 960 mm 960 mm 960 mm 960 mm

REAR OPENING
WIDTH AT
FLOOR, MIN.

916 mm 916 mm 916 mm 916 mm 916 mm 916 mm 916 mm

CHASSIS

SUSPENSION
FRONT

MacPherson Strut,
Coil Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

MacPherson Strut,
Coil Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

MacPherson Strut,
Coil Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

MacPherson Strut,
Coil Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

MacPherson
Strut, Coil
Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

MacPherson
Strut, Coil
Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

MacPherson
Strut, Coil
Springs,
Hydraulic Shock
Absorbers,
Stabilizer Bar

SUSPENSION
REAR

Independent
Suspension with
Coil Springs,
Hydraulic
Monotube Shock
Absorbers,
Stabilizer Bar

Independent
Suspension with
Coil Springs,
Hydraulic
Monotube Shock
Absorbers,
Stabilizer Bar

Independent
Suspension with
Coil Springs,
Hydraulic
Monotube Shock
Absorbers,
Stabilizer Bar

Independent
Suspension with
Coil Springs,
Hydraulic
Monotube Shock
Absorbers,
Stabilizer Bar

Independent
Suspension with
Coil Springs,
Hydraulic
Monotube Shock
Absorbers,
Stabilizer Bar

Independent
Suspension with
Coil Springs,
Hydraulic
Monotube Shock
Absorbers,
Stabilizer Bar

Independent
Suspension with
Coil Springs,
Hydraulic
Monotube Shock
Absorbers,
Stabilizer Bar

STEERING Electrically Power
Assisted Rack and
Pinion Steering

Electrically Power
Assisted Rack and
Pinion Steering

Electrically Power
Assisted Rack and
Pinion Steering

Electrically Power
Assisted Rack and
Pinion Steering

Electrically
Power Assisted
Rack and Pinion
Steering

Electrically
Power Assisted
Rack and Pinion
Steering

Electrically
Power Assisted
Rack and Pinion
Steering

STEERING
(ANGLE/ANGLE)

14,7 14,7 14,7 14,7 14,7 14,7 14,7

TURNING CIRCLE
(CURB TO CURB)
(205/225) M

10,9 / 11,3 10,9 / 11,3 10,9 / 11,3 10,9 / 11,3 10,9 / 11,3 10,9 / 11,3 10,9 / 11,3

TURNING CIRCLE
(WALL TO
WALL) M

11,2 / 11,6 11,2 / 11,6 11,2 / 11,6 11,2 / 11,6 11,2 / 11,6 11,2 / 11,6 11,2 / 11,6

TURNS OF
STEERING
WHEEL END TO
END

2,73 / 2,65 2,73 / 2,65 2,73 / 2,65 2,73 / 2,65 2,73 / 2,65 2,73 / 2,65 2,73 / 2,65

BRAKING
SYSTEM

Antilock Braking
System (ABS) with
Electronic Brake
Distribution (EBD)
and Electronic
Brake Assistance
(EBA)

Antilock Braking
System (ABS) with
Electronic Brake
Distribution (EBD)
and Electronic
Brake Assistance
(EBA)

Antilock Braking
System (ABS) with
Electronic Brake
Distribution (EBD)
and Electronic
Brake Assistance
(EBA)

Antilock Braking
System (ABS) with
Electronic Brake
Distribution (EBD)
and Electronic
Brake Assistance
(EBA)

Antilock Braking
System (ABS)
with Electronic
Brake
Distribution
(EBD) and
Electronic Brake
Assistance
(EBA)

Antilock Braking
System (ABS)
with Electronic
Brake
Distribution
(EBD) and
Electronic Brake
Assistance
(EBA)

Antilock Braking
System (ABS)
with Electronic
Brake
Distribution
(EBD) and
Electronic Brake
Assistance
(EBA)

BRAKE DISC
DIAMETER
(FRONT)

300 mm / 320 mm 300 mm / 320 mm 300 mm / 320 mm 300 mm / 320 mm 300 mm / 320
mm

300 mm / 320
mm

300 mm / 320
mm

BRAKE DISC
DIAMETER
(REAR)

280 mm 280 mm 280 mm 280 mm 280 mm 280 mm 280 mm

BRAKE DISC
THICKNESS
(FRONT)

25 mm 25 mm 25 mm 25 mm 25 mm 25 mm 25 mm

BRAKE DISC
THICKNESS
(REAR)

11 mm 11 mm 11 mm 11 mm 11 mm 11 mm 11 mm

BRAKING
DISTANCE 100­0
KM/H

37 m 37 m 37 m 37 m 37 m 37 m 37 m


